Application Serial No.: 10/685,497 
Response to Office Action dated April 6, 2007 



IN THE CLAIMS 
Please amend the claims as follows: 

1 . (Currently Amended) An ultrasound endoscope having a rigid tip end section 
connected to a fore end of an angle section at the distal end of an insertion instrument for 
accommodating an ultrasound transducer along with endoscopic observation means including 
an illumination means and an optical image pickup assembly unit; 

said ultrasound transducer being accommodated in a front portion of a generally 
tubular casing of said rigid tip end section, said endoscopic observation means being fitted in 
a sloped wall section provided on said casing on the rear side of said ultrasound transducer 
and inclined obliquely upward in the rearward direction, and an outlet opening of a biopsy 
channel outlet passage being opened in said casing at a position between said endoscopic 
observation means and said ultrasound transducer: 

charact e riz e d in that wherein : 

said casing of said rigid tip end section is separable into a main casing adapted to 
accommodate entire parts of said ultrasound transducer and a separable head block, adapted to 
accommodate at least part of component parts of said endoscopic observation means and 
separably joined with said main casing to form a cover over an opening provided in said main 
casing behind said ultrasound transducer and through part of said sloped wall section : 

said head block is joined with said main casing at joining wall portions a*e provided 
along longitudinal split lin e s at opposite lateral sides of on said main casing and said 
separable head block at opposite sides of said optical endoscopic observation means as w e ll 
as along a transv e rs e split lin e provided on the rear side of said ultrasound transduc e r ; 
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a foremost ring member of angle rings in said angle section is removably fitted on a 
circular ring fitting surfac e provid e d around join e d base end portions of said main casing and 
said separable head block; and 

a fore end of an outer skin layer of said angle section is extended forward beyond said 
ring fitting surface foremost ring member and fixedly anchored on a circular outer skin layer 
anchor surface provided around joined base end portions of said main casing and said 
separable head block on th e front side of said ring fitting surface . 

2. (Original) An ultrasound endoscope as defined in claim 1, wherein said biopsy 
channel outlet passage is inclined obliquely upward in the forward direction toward an outlet 
opening on said rigid tip end section, a connector pipe from a biopsy channel tube is fitted 
and gripped in a rear end portion of said biopsy channel outlet passage formed by joining 
upper and lower semi-circular grooves provided on said separable block and said main 
casing, respectively. 

3. (Currently Amended) An ultrasound endoscope as defined in claim 2, wherein 
both of sais said biopsy channel outlet passage and said connector pipe are arcuately bent at 
an axially intermediate portion. 

4. (Original) An ultrasound endoscope as defined in claim 2, wherein said separable 
head block is adapted to accommodate said illumination means and optical image pickup 
assembly unit of said endoscopic observation means. 

5. (Original) An ultrasound endoscope as defined in claim 2, wherein said 
illumination means has a light guide fitting hole formed by joining semi-circular grooves 
provided on said separable head block and said main casing, respectively, a diffuser lens is 
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fitted in a lens fitting hole provided on said main casing at a front end of said light guide 
fitting hole. 

6. (Original) An ultrasound endoscope as defined in claim 1, wherein said optical 
image pickup assembly unit of said endoscopic observation means has a lens tube of an 
optical objective lens system, said lens tube of said objective lens system being fitted in a 
sloped lens tube fitting hole provided on said rigid tip end section, said lens tube fitting hole 
being inclined upward in the forward direction and formed by joining upper and lower semi- 
circular grooves provided on said separable head block and said main casing of said rigid tip 
end section. 

7. (Original) An ultrasound endoscope as defined in claim 6, wherein said lens tube 
of said optical image pickup assembly unit is locked in position in said lens tube fitting hole 
by stopper projections and notches provided in corresponding positions on said lens tube and 
said semi-circular groove on the side of said main casing. 

8. (Original) An ultrasound endoscope as defined in claim 1, wherein said main 
casing and said separable head block are securely fixed with each other by the use of screws. 

9. (Original) An ultrasound endoscope as defined in claim 1, wherein said main 
casing and said separable head block are joined with each other and securely fixed relative to 
each other by screws threaded thereinto through said foremost ring member of said angle 
section. 

10. (Original) An ultrasound endoscope as defined in claim 1, wherein said main 
casing and said separable head block are joined with each other through seal material. 

1 1 . (New) An ultrasound endoscope comprising: 
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an insertion instrument accommodating an ultrasound transducer and an endoscopic 
observation device, said endoscopic observation device including an illumination device and 
an optical image pickup assembly unit; 

an angle section provided at a distal end of said insertion instrument; and 
a tip end section connected to a fore end of said angle section, said tip end section 
including: 

a casing having a front portion accommodating said ultrasound transducer, a 
sloped wall section provided rearward of said front portion and accommodating at least a 
portion of said endoscopic observation device, and an outlet opening of a biopsy channel 
outlet passage, wherein said casing includes: 

a main casing including said front portion accommodating said 

ultrasound transducer; 

a head block separably joined to said main casing, said head block 
including a portion of said sloped wall section that accommodates said portion of said 
endoscopic observation device; and 

a ring member removably fitted around outer ring fitting surfaces of 
said main casing and said head block in order to join said main casing and said head block 
together, 

wherein said main casing has a first outlet portion and said head block 
has a second outlet portion, said first outlet portion and said second outlet portion together 
form either said outlet opening of said biopsy channel outlet passage or an opening for said 
endoscopic observation device, and 
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wherein said fore end of said angle section has an outer skin layer that extends 
forward beyond said outer ring fitting surfaces and is fixedly anchored on circular outer skin 
layer anchor surfaces provided around base end portions of said main casing and said head 
block. 

12. (New) A tip end section of an ultrasound endoscope, said tip end section 
comprising: 

a casing having a front portion configured to accommodate an ultrasound transducer, 
a sloped wall section provided rearward of said front portion and configured to accommodate 
at least a portion of an endoscopic observation device, and an outlet opening of a biopsy 
channel outlet passage, 

wherein said casing includes: 

a main casing including said front portion configured to accommodate the 
ultrasound transducer; 

a head block separably joined to said main casing, said head block including a 
portion of said sloped wall section that is configured to accommodate the portion of the 
endoscopic observation device; and 

a ring member removably fitted around outer ring fitting surfaces of said main 
casing and said head block in order to join said main casing and said head block together, 

wherein said main casing has a first outlet portion and said head block has a 
second outlet portion, said first outlet portion and said second outlet portion together form 
either said outlet opening of said biopsy channel outlet passage or an opening configured for 
the endoscopic observation device. 
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13. (New) A tip end section of an ultrasound endoscope as defined in claim 12, 
wherein: 

said first outlet portion and said second outlet portion together form said outlet 
opening of said biopsy channel outlet passage; 

said main casing has a first semi-circular groove and said head block has a second 
semicircular groove; and 

said first semi-circular groove and said second semi-circular groove together are 
configured to grip a connector pipe from a biopsy channel tube. 

14. (New) A tip end section of an ultrasound endoscope as defined in claim 12, 
wherein said head block is configured to accommodate an illumination device and an optical 
image pickup assembly unit of the endoscopic observation device. 

15. (New) A tip end section of an ultrasound endoscope as defined in claim 14, 
wherein: 

said main casing has a first semi-circular groove and said head block has a second 
semicircular groove; and 

said first semi-circular groove and said second semi-circular groove together form a 
light guide fitting hole having a front end with a lens fitting hole formed therein that is 
configured to receive a diffuser lens. 

16. (New) A tip end section of an ultrasound endoscope as defined in claim 12, 
wherein: 

said first outlet portion and said second outlet portion together form said opening 
configured for the endoscopic observation device; 
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said main casing has a first semi-circular groove and said head block has a second 
semicircular groove; and 

said first semi-circular groove and said second semi-circular groove together form a 
sloped lens tube fitting hole are configured to receive an optical image pickup assembly unit 
of the endoscopic observation device. 

17. (New) A tip end section of an ultrasound endoscope as defined in claim 16, 
wherein said first semi-circular groove of said main casing has a stopper notch configured to 
receive a stopper projection on the optical image pickup assembly unit to lock the optical 
image pickup assembly unit in position in said sloped lens tube fitting hole. 

18. (New) A tip end section of an ultrasound endoscope as defined in claim 12, 
wherein said main casing and said head block are securely fixed together with screws. 

19. (New) A tip end section of an ultrasound endoscope as defined in claim 18, 
wherein said screws are threaded through said ring member. 

20. (New) A tip end section of an ultrasound endoscope as defined in claim 12, 
wherein said main casing and said head block are joined together with seal material. 
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